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HDM
Single Output Series 

28V Input DC-DC Converter

Mechanical
I/O Connection 	  Wave solderable or inserted into mated sockets
Weight  	  7 oz. max.
Construction  	  Fully encapsulated

Environmental
Cooling	  Conductively cooled baseplate  +95°C max
Operating Temperature 	  -55°C to +95°C, baseplate
Storage Temperature	  -55°C to +125°C
Humidity 	  MIL-STD-810C, Meth 507.1, Proc IV 

(Proc I, II, or III w/optional parylene coating.)
Altitude	  up to 70,000 ft
Shock  	  MIL-S-901C, Grade A, Type A, 

Class 1 High impact shock
Vibration	  MIL-E-5400, Curve IVa, 5 to 2KHz
Salt Fog	  MIL-STD-810F, Method 509.4
MTBF  	  1,300,000 hours @ 55°C baseplate 

(demonstrated, ground benign)
*Consult factory for application notes (also available online at www.rantec.com)
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INPUT POWER
Units Comments

Voltage Nominal 28 VDC
Voltage Min 20 VDC
Brownout 18 VDC Output Non-Compliant

Voltage Max 32 VDC

Transients Module shuts down above 32 Vin. 
Will withstand MIL-STD-704 80V/50mS transient.

No Load Power 1.5 Watts Typical
EMI Matching EMI filter available

Turn on time 2.5 mSec. Typical

INPUT  CONTROL
Turn on time, logic 2 mSec. See HDMA-106*

Logic disabled power in 0.5 Watts Typical

Logic disabled current 20 mA Typical

OTHER
Min Typ Max Units Comments

Switching Frequency 300 kHz Fixed

ISOLATION
Input-Output

10MΩ minimum @ 500VDC
Input-Case

Output-Case 10MΩ minimum @ 50VDC

 Output Voltage
Min Typ Max Units Comments

Set Point 0.50 1.0 ± % Full Load

Trim Adjust 10 ± % See HDMA-104*
Ripple 1 3 % p-p

Output Regulation
Line & Load 0.50 % See HDMA-105*
Dyn Load 5.00 % Load Change 20-80%

Dyn Load Recovery 250 uSec.
Temp Coeff 0.02 %/°C

Output Protection
Overvoltage 120 %
Current Limit 120 %
Current Share 5 ±%

Auto Temp Shutdown 100 105 110 °C

Output STATUS
Output Good Signal 10 ±% Active Low

Frequency Sync (optionAL)
MIN recommended MAX Comments

Frequency 330 KHz 350 KHz 370 KHz
See HDMA-102*Width 50 ns 100 ns 150 ns

Amplitude 1 V 1.5 V 2.0 V

Power Rating Efficiency % (typical)
VDC Amps Max Watts 50W 100W 150W 200W MAX.

3.3 50 165 76 78 75 — —
5.0 40 200 80 81 81 79 —

12.0 / 15.0 20 / 16 240 82 87 87 85 84
24.0 / 28.0 10 / 9 240 - 252 78 84 85 84 83


